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LX-HLC4H-xxx-5630

SPECIFICATION

MODEL : LX-HLC4H-xxx
(120° Angle, High Power Module)



 Characteristic

Most Preferred Best seller LED module solution (CE, UL Certified)

High luminosity & Compact design.

Long life LEDs last for year (50,000 hours)

SMD LED mounted (Made in Korea)

Slight current drop through wire to wire connection (vs. Soldering)

Max. 50 modules in series

Reasonable price for your best business competitiveness.

120° viewing angle creates more uniform backlighting effects and better silhouettes.

Constant current drive for Constant Luminosity

 Application note

Evolution to Sophisticated & Innovative design 

Specialized design for Perfect Humid & Waterproof (Enhanced IP68)

Screw built-in for easy and quick installation 

 Product Image

  Head Office : 4F Mirae B/D Amsa-dong, Kangdong-gu, Seoul, Korea        www.ncled.co.kr
  Tel : (02)474-8581,   Fax : (02)429-8581,    

LX-HLC4H-xxx-5630



 Dimension

 Specification
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LENS materials PC, UL-94

Case materials ABS, UL-94 , V-2

Life Time 50,000 Hour

Cable AWM2468-AWG18x2C, UL

Storage Temp -30 ~ 70 ℃

Waterproof IP68

Max in series 35 EA
Operating Temp -20 ~ 50 ℃

Size 46 x 40 x 11 mm
Weight 13 g

Module Pitch 148 ±5 mm

80 80 80 %
Viewing angle 120° deg

Kelvin
CRI (Ra) 75 75 80 80 80

LED maker 5630PKG x 2EA / Samsung LED -

CCT(K) 12000 9500 6500 5700 5000 4000 3000 2700

124 116 112 lm
Luminance Efficiency 64 64 68 68 68
Luminous Flux 116 116 124 124 124

68 64 62 lm/W

Forward Current 150 mA
Driving System Constant Current -

W27
Power Dissipation 1.8W Watt
Forward Voltage 12 VDC

W95 W65 W57 W50 W40 W30

LX-HLC4H-xxx-5630

Item Value
Unit

Model no W12



 Photometric characteristics

 LED Specification

LM80- Test Summary
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